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DRILL ¥ 5080 (2000)
RIGHT HAND THREAD
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(UNLESS OTHERWISE SPECIFIED)
ALL DIMENSIONS ARE IN MILLIMETERS.
(DIMENSION IN PARENTHESIS ARE IN INCHES) 5 | 1 |70 STANLESS FASTENERS OR EOUV. | JAM NUT, STAINLESS STEEL, 10MM X 125 LEFT HAND THREAD
THIS IS A VACUUM COMPONENT AND REQUIRES SPECIAL 4 | 1 |MMASTER #91938AM5 OR EQUIV. | JAM NUT, STAINLESS STEEL, 1OMM X 125 RIGHT HAND THREAD
ATTENTION TO AVOID CONTAMINATION, REFER TO LBNL 3 |1 |SB-M1OED-1 ROD END, 10MM X 125 LEFT HAND THREAD., AURORA BEARING (0.
ENGINEERING SPECIFICATION #10156 BEFORE PERFORMING 2 |1 |SM-M10ED-1 ROD END. 10MM X 125 RIGHT HAND THREAD. AURORA BEARING CO.
ANY FABRICATION PROCEDURES. 111 |29H031 STRUT TUBE CENTER SECTION (ALUMNUM BRONZE, CAST, UNS (95400
ALL HIDDEN LINES MAY NOT BE SHOWN. ITEM | REQD PART NUMBER DESCRIPTION
TAKE EXTREME CARE NOT TQ DING, SCRATCH, DENT OR UNLESS OTHERWISE SPECIFIED|PROJECE ERNEST ORLANDO LAWRENCE
OTHERWISE MARK ANY MACHINED SURFACE. PROTECT Xe-© XX T XXXe 7]

FINISHED PART BY BAGGING OR SIMILAR METHOD TO
MAINTAIN CLEANLINESS DURING SHIPMENT AND STORAGE.
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UNIQUE
NUMBER MU-0007 -599 4}

MUGN IONIZATION COOLING EXPT (MICE)

IREF ASME Y145M-1994, THREADS ARE CLASS 2|
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MICE - RF & COUPLING COIL MODULE

scaleq] . 5 {MUETOWEG

STRUT WITH AURORA ROD END ASSY

IBREAK EDGES 016 MAX ON MACHINED WORK|
IREMOVE BURRS, VELD SPLATIER & LODSE SCALE
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