Model 135 Spec

Level Measmrements
Eezolution
Arccuracy

Linearity

Sensor Current:

menzor Voltage:

Operating Parameters

HI and Lo Alarme:
HILTLO Alarm Eelay Contact Eatings:

satnple-and-Hold Penod:

0-10 Volt Analog Output

Integral Mon-hneanty:
Eesolution:

Total Error:

Woltage Dinft (0-10 V)

4-20 mA Analog Output (@ 24 V

Wext supply Eange:
Integral Mon-lnearity:
Eesolution:

Total Error:

Current Doft (4-20 mA):
PEEE:

Power Requirements

Primary®:

Physical

Dimenstons (Standard):

Weight (Standard):
Dimensions (Eack Mount):

Weight (Eack MMount):

Environmental

Ambient Temperature:

Eelative Hurmdity

ifications at 257

c01%0, 0.1 cim, or 01 10

- 0.5% of active sensor length

c0.1 %

75 md notmnal

approx. J0 VDC for 80" active sensor length

0% to 100% admstable

30 VAC or 60 VDT, 10 VA (up to 0.5 A max)
[normally open, closed on alarm)

0.1 te 6000 mitates (or hours)

+0.012%

16 bits
+1.1%

100 ppm [ °C

12-32VDC
+0.012%
16 bits
+0.25%
75 ppm [ °C
10 s /v

100-120 or 200-240 VAT £10% 50-60 Hz,
S50 WA

9y mm Hx 215 mm Wz 273 mm D
(38"H=z84"Wx1075"D)

1.8 kg (4.0 1be)

B9 mm H z 485 mm Wz 273 mm D
(30"H=z19"W=xz1075"In

2 3 kg (5.0 Ibs)

Cperating: 0 °C to 50 °C (32 “F to 122 °F)
Non-operating: -20 °C to 60 °C (-4 °F to 140 °F)

0% to 95%; non-condensing



